@3 Wwww.accise-asia.com

I Flexible Joint ] Expansion Bellow

SinKO Flex

SinKO Brand was formerly named as ACS.



SinKO Flex

CONTENTS PAGE
SS FLEXIBLE JOINT(S110)

$S FLEXIBLE JOINT(F210)
$S EXPANSION BELLOW(E310)
RUBBER FLEXIBLE HOSE(R410/R510)

SinKo Flexible was formerly named ACS Flexible.

Accise Asia Pacific Pte Ltd.  Tel: (65) 6748 4292 / Fax: (65) 6749 0844 / Email: sales@accise-asia.com / Web: www.accise-asia.com



mailto:sales@accise-asia.com
http://www.accise-asia.com/

Sink® Flex
| sS FLEXIBLE HOSE(S110)

SINKO SS304 Flexible Hose is the JIS G4305-2012 standard, which has a high percentage of braid protects the
corrugated hose from damaging by ambient environment. The hoses function for reciprocation of piping
systems, absorption of thermal expansion and vibration and centering of piping.

Product Description:

Model No. S$110
Working Pressure Rate Max. 1ébar
Testing Pressure Rate Max. 24bar
Application Temperature -10 ~ 120°C
End Connection Union

Product Construction:

No | Part Material
1 1 | Union Screw Gl Steel / Stainless Steel

2 Union Nut Gl Steel / Stainless Steel

3 Gasket EPDM / Non-Asbestos

4 Flexible Tube Stainless steel

5 Braid Stainless steel

Product Specification:
Size Part No. Length Lateral Movement Working Pressure
(mm) (mm) (kgf/cm2)

15A ST110-15A 200 250 25 16
20A S110-20A 200 250 300 25 16
25A S110-25A 200 250 300 25 16
32A S110-32A 250 300 20 16
40A S110-40A 250 300 20 16
50A S110-50A 250 300 20 16
65A S110-65A 300 10 16

Product Application:

HVAC, WATER, AIR, STEAM, PETROCHEMICAL, CHEMICAL PIPELINE
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Sink Flex
| ssFLEXIBLE HOSE(F210)

SINKO S§S304 Flexible Hose is the JIS G4305-2012 standard, which has a high percentage of braid protects the corrugated
hose from damaging by ambient environment. The hoses function for reciprocation of piping systems, absorption of
thermal expansion and vibration and centering of piping

Product Description:

Model No. F210
Working Pressure Rate Max. 1ébar
Testing Pressure Rate Max. 24bar
Application Temperature -10 ~ 200°C
End Connection Flange

Product Construction:

3 A :
No | Part Material
- 1 Ring Carbon Steel / Stainless Steel
e 7770 | [2 | Bellow Stainless Steel
$323333% J 3 | Braid Stainless Steel
4 | Flange Gl Steel / Stainless Steel
Product Specification:
Size Part No. Length Lateral Movement Working Pressure
(mm) (mm) (kgf/cm2)
65A F210-65A 200 300 30 16
80A F210-80A 200 300 30 16
100A F210-100A 200 300 25 16
125A F210-125A 250 300 20 16
150A F210-150A 250 300 20 16
Product Application:

HVAC, WATER, AIR, STEAM, PETROCHEMICAL, CHEMICAL PIPELINE
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SinKO Flex

PIPE ACCESSORY

| S EXPANSION BELLOW(E310)

SINKO SS304 Mulii-ply bellows are ideal when to reduce spring force and there is no vibration fransmitted from the braid.
Use of a tie rod protects bellows against damage caused by impellent force and there is no friction noise from the fie-
rods.

Product Description:

Model No.

E310

Working Pressure Rate

Max. 1ébar or 25bar

Testing Pressure Rate

Max. 24bar or 36bar

Application Temperature

-10 ~ 180°C

End Connection

Flange

Product Construction:

OJONE©

No | Part Material

1 Flange Carbon Steel

2 Bellow Stainless Steel

3 | Sleeve Stainless Steel

4 |Tierod Carbon Steel

Product Specification:
Size Part No. Length Movement(mm) Working Pressure
(mm) Extension Compression (kgf/cm2)

65A E310-65A 150 | 200 +3 -15 16/25
80A E310-80A 150 | 200 +3 -15 16/25
100A | E310-100A | 150 | 200 +3 -15 16/25
125A | E310-125A | 150 | 200 +3 -15 16/25
150A | E310-150A | 150 | 200 +3 -15 16/25
200A | E310-200A 200 | 250 +3 -15 16/25
250A | E310-250A 200 | 250 +3 -15 16/25
300A | E310-300A 250 +3 -15 16/25

Product Application:

PUMP CONNECTION - WATER, AIR, STEAM, TURBINES, GAS, FUEL & ETC
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SinKO Flex

| RUBBER FLEXIBLE HOSE(R410/R510)

SINKO SS304 Rubber Type Flexible Connecter has Rib-Structure formed inside to allow smooth flow of liquid. Nylon tire
cord is used to reinforce resistance to high temperature and high pressure. The product is made from synthetic rubber
(Neoprene) or 3-layered synthetic (EPDM), which has superior bending capability and good resistance to high

temperature, high pressure, abrasion, ozone, heat and oxidation.

Product Description:

Model No. R410
o Working Pressure Rate Max. Tébar
4,- Testing Pressure Rate Max. 24bar
v . Application Temperature -10 ~ 100°C
End Connection Union
Product Specification:
Size Part No. Length Movement(mm)

(mm) Extension | Compression Lateral Angular
20A R410-20A 200 +3 -15 20 25°
25A R410-25A 200 T+ 3 -15 20 25°
32A R410-32A 200 +3 -15 20 25°
40A R410-40A 200 * & -15 20 20°
50A R410-50A 200 +3 -15 20 15°

Product Description:
Model No. R510
Working Pressure Rate Max. 1ébar
Testing Pressure Rate Max. 24bar
Application Temperature -10 ~ 100°C
End Connection Flange
Product Specification:

Size Part No. Length Movemeni(mm)

(mm) Extension | Compression Lateral Angular
65A R510-65A 150 +10 -12 12 15°
80A R510-80A 150 +10 -12 12 15°
100A R510-100A 150 +10 -14 14 15°
125A R510-125A 150 + 10 - 14 14 15°
150A R510-150A 150 +10 -14 14 15°
200A R510-200A 150 + 10 -14 14 15°
250A R510-250A 200 +10 -14 14 15°
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SinkO Flex

| RUBBER FLEXIBLE HOSE(R410/R510)

Product Specification:

Size Part No. Length Movemeni(mm)

(mm) Extension | Compression Lateral Angular
300A R510-300A 200 + 10 -16 12 15°
350A R510-350A 200 + 15 -20 15 15°

400A R510-400A 200 +15 -20 15 15°

Product Application:

HVAC, PETROCHEMICAL, WASTE WATER SEWAGE, PUMP CONNECTION & ETC
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Test Report: SETSCO [AS/NZS 3499:1977]

MM-35117IMA/2 Page2of3 9 MM-35117/MA22 Page3of3
Results: SETSCO)
Results:
Table 1a: Watertightness Test Table 1b: Tost
"ACS™ SUS 304 Flexible Hoso ACS™ SUS 304 Flexible Hose
Sample Reference  Flexible Hose with GI Union End ASINZS 3499 : 1997 Samplo Reforence | Flexible Hose with GIPN16 Flanged | x5z 3400 : 1997
= — Requirements. - Requirements
r e || 2 2% 3
Pressure Applied
. 20 Pressure Appled
Ou et 361 17MAZ Dot 18 iy 013 (v e 2
(Supplementary Report No- §0282/13) TR
Page 103 o Temperature * Ambient
Subject : Witnessing of Watertightness test o1 ACS™ SUS 304 Flexible Hose. 10 Duration (mins) * 10
Tested For e Shall show no sign of
icpfiorise. 1 Observations No leakage observed Shal show no signof
—— T - crack leakage or otf
Resut No leakage was observed fallure

Date and Place
of Test 3

Mothod of Test :  Bas

Description of
Sample
SNo. | Sample Ret. | Type nd | Marking | Qty |
1 5 acs o
£ o
3 o
H
¢ o
3 5
# o
% o
2 5
Results :
1957
=
=
MOHAMMAD AZAM CHEN YU
Testng Offcer Principal Engineer (Mechanical Testing) ‘
Mechanical Technology Diviscn SIal. )ik
o IR Photograph showing the Flexible Hoses with GI PN 16 Flanged end
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SinKO Flex

SinKO Brand was formerly named as ACS.




